
MATERIAL SAFETY DATA SHEET
FOR PRESSURIZED PRODUCTS

REVISED: May 19, 2004

Approved by U.S. Dept. of Labor "Essentially Similar" to form OSHA-20
Unless noted otherwise,all information given is on total product, including propellants.

HAZARD RATINGS: HEALTH 2
0 = LEAST   1 = SLIGHT FIRE 3
2 = MODERATE  3 = HIGH  4 = EXTREME REACTIVITY 0
==========================================================
Section I
===========================================================
Manufacturer: BLUBBER COLORS.(AEROSOLS)

2160 AVENIDA DE LA PLAYA  PO BOX 2302
LA JOLLA, CA. 92038

International Emergency: (202) 483-7616
Emergency Telephone: (800) 424-9300  (CHEMTREC)
Information Telephone: (858) 551-1088
Manufacturer's Code: #8100 & #8600 SERIES
Trade Name: BLUBBER COLORS FAST FINISH ENAMEL
Product Class: AEROSOL PRESSURIZED SPRAY PAINT   UN # 1950
============================================================
Section II-HAZARDOUS INGREDIENTS
============================================================
OCCUPATIONAL EXPOSURE LIMITS                                                               VAPOR ppm
INGREDIENT %/WT. OSHA ACGIH CAS NO. PRESSURE
BUTANE 15-20 800 1900 106-97-8 480mm/20 c.
PROPANE 15-20 1000 1000 74-98-6 3619mm/20 c.
ACETONE 35 750 750 67-64-1 182mm/20 c.
TOLUENE 5 100 100 108-88-3 22mm/20 c.
PETROLEUM DISTALLATES 10 500 100 64742-87-7 2mm/20 c.
NAPHTHA LIGHT ALIPHATIC 2-5 400 400 64742-89-8 26mm/20 c.
ALKYD RESIN 5 N/A N/A 64741-41-9 N/A
PIGMENT 2-5 N/A N/A N/A N/A

============================================================


